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1. Communication Mode: IEEE 802.15.4 (ZigBee/SmartRoom).

2. Support multiple unlocking methods:

Remote method: smart phone / NFC / Remote controller;  

Local method such as passwords /cards / keys; DIY door open method: users can set double safe 

protection, [door open with both �ngerprint and passwords] 

3. Support Linkage control: link certain Scenes, [Door open, back home scene / Door close, leave 

home scene] 

4. Support touch wake and illegal operation locked to ensure security.

5. Super B lock cylinder; AN2 stainless steel lock bolt.

6. Ultra-low power consumption, long endurance.

7. Traditional key unlocking way reserved;

Power Parameter: 

Battery Type: 

Standby Current: 

Emergency Power Supply: 

Unlocking Mode: 

Maximum Number of Cards: 

Password Capacity: 

Installation Method: 

Working Temperature/Humidity: 

Material & Color: 

Packing Dimensions (L *W *H): 

Net Weight: 

Gross Weight: 

DC 6V

8*AA Battery (4 for backup)

＜45μA

9V Laminated Cell

Key, Password, Card

64

One Set

Fix by screws

-10�~+45�/≤95%RH (noncondensing)

Zinc Alloy, Black

430 *265 *125 (mm)

3500g

5470g

Smart Lock (Cards & Passwords) 

Smart lock with multiple unlocking methods.It widely applies to home, 

hotel apartment and o�ce, smart and convenient.
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